
CAST IRON FREE SHAFT PEDESTAL
&

CAST IRON CLOSE-COUPLED
ELECTRIC MOTOR DRIVE

2”, 3” & 4” SELF-PRIMING CENTRIFUGAL PUMPS

WWW.UNITRAINC.COM  •  12601 Exchange Drive  •  Stafford, TX 77477  •  Tel: 281-240-1500  •  Fax: 281-240-4334

* GE Trade Mark           Specifications subject to change without notice.

DISTRIBUTED BY:

QUALITY FEATURES
U.S.  MADE RUggED CASt IRon BoDy

LIght WEIght
hEAVy DUty BEARIng PEDEStAL

S. S. ShAft SLEEVE
MEChAnICAL SEAL

BUILt-In ChECk VALVE

SERVICING ACCESSIBILITY

Specifications subject to change without notice.

o-RIng gASkEtS foR PoSItIVE SEAL & EASE of SERVICE
SIMPLy REMoVE MotoR WIthoUt DIStURBIng PLUMBIng

to REPLACE IMPELLER, SEAL oR gASkEt

FSP CI 50    •    FSP CI 70    •    FSP CI 100

SPE CI 50    •    SPE CI 70    •    SPE CI 100
2” 3” 4”
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DISTRIBUTED
BY:

2”, 3” & 4” PUMPS
WITH PEDESTAL 

SUPPORT

Type:

Ports:

Pump:

Impeller:

Shaft Seal:

Self-Priming Centrifugal 
for pumping dirty water.

Female Thread.

Cast Iron.

Open, solids handling

Mechanical Seal.
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