
SPG SERIES
SELF PRIMING CENTRIFUGAL PUMPS
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QUALITY FEATURES
RUGGED CAST BODY

LIGHT WEIGHT
OPTIONAL ENGINE SELECTION

SHAFT SLEEVE
SELF-LUBRICATED SHAFT SEAL

BUILT-IN CHECK VALVE

QUALITY PUMPING EQUIPMENT
BUILT FOR CONTINUOUS DUTY

Probaby the most wanted of all pumps for draining of sumps,
cellars, excavations, marine bilge service, mine work, filling tanks,

flood irrigation, vegetable and lawn sprinkling, filling and empty of
swimming pools and many more uses.



SPG SERIES PERFORMANCE CURVES
SWJ 50 CI SERIES

Specifications are subject to change without notice 

Model Suction/
Discharge

SPECIFICATIONS AND SELECTION CHART
HP Capacity

GPH
Max

Head (ft)
Max Size of

Solids Handled

SPG-CI-50 4 2” Male NPT Std. 10,800 70 521/2 in w/Cradle 20.25 x 12.5 x 14.5

Weight
Lbs

Pump Dimensions
Inches

Pump Mounting
Options
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0 75.71 227.12 378.54 529.95151.41 302.83 454.24 605.67

GPM US

LPM

3450 RPM • 5 HP GASOLINE • SPG-CI-75

3450 RPM • 5 HP GASOLINE • SPG-CI-75
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SPG-CI-50
SHOWN WITH

CHROME
FULL-CRADLE

SPG-CI-50
SHOWN WITH
HALF-CRADLE



SPG SERIES PERFORMANCE CURVES
SPG 70 CI SERIES
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189.3 567.8 946.4 1324.9 1703.4

GPM US

LPM378.5 757.1 1135.6 1514.2

3600 RPM • 9 HP GASOLINE • SPG-CI-79

3600 RPM • 6 HP GASOLINE
• SPG-CI-76

3450 RPM
• 5 HP GASOLINE

• SPG-C
I-7

5

Specifications are subject to change without notice 

Model Suction/
Discharge

SPECIFICATIONS AND SELECTION CHART
HP Capacity

GPH
Max

Head (ft)
Max Size of

Solids Handled

SPG-CI-75

SPG-CI-76

SPG-CI-79

5

6

9

3” Female NPT Std.

3” Female NPT Std.

3” Female NPT Std.

21,000

24,000

70

75

60

75

3/4 in

3/4 in

3/4 in

w/Handle

w/Full Cradle

21.5 x 13.5 x 17.5

22.5 x 17.5 x 18.25

Weight
Lbs

Pump Dimensions
Inches

Pump Mounting
Options

3600 RPM • 9 HP GASOLINE • SPG-CI-79

3600 RPM • 6 HP GASOLINE
• SPG-CI-76

3450 RPM
• 5 HP GASOLINE

• SPG-C
I-7

5
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SPG-CI-75
SHOWN WITH
FULL-CRADLE
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SPG SERIES PERFORMANCE CURVES
SPG 100 CI SERIES

Specifications are subject to change without notice 

Model Suction/
Discharge

SPECIFICATIONS AND SELECTION CHART
HP Capacity

GPH
Max

Head (ft)
Max Size of

Solids Handled

SPG-CI-1011

SPG-CI-1013

11

13

4” Female NPT Std.

4” Female NPT Std.

35,000

45,000

65

90

160

225

1 5/16 in

1 5/16 in

w/Full Cradle

w/Full Cradle

28 x 21.5 x 25.5

28 x 21.5 x 25.5

Weight
Lbs

Pump Dimensions
Inches

Pump Mounting
Options

0 50 150 250 350 450100 200 300 400

189.3 567.8 946.4 1324.9 1703.4

GPM US

LPM378.5 757.1 1135.6 1514.2

500 600 700550 650

1892.7 2271.2 2649.82082.0 2460.5
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FtM

3400 RPM • 11 HP GASOLINE • SPG-CI-1011

3600 RPM • 13.5 HP GASOLINE • SPG-CI-1013

3400 RPM • 11 HP GASOLINE • SPG-CI-1011

3600 RPM • 13.5 HP GASOLINE • SPG-CI-1013

DISTRIBUTED
BY:

SPG-CI-100
SHOWN WITH
FULL-CRADLE


